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APPLICATIONS:
-

-

Operating Temperature -20  to +85

Storage Temperature -40  to +85

Insertion Loss ≤0.2dB

Exchangeability 0.2dB max. increase 

Repeatability (500 mating) 0.2dB max. increase 

Sleeve Material Ceramic Phosphor bronze 

Housing Material Plastic 

Part Number: 
LC Adapter 

SC Adapter 

Part Number Description 
PL-FADSCUSS SC�UPC Single Mode Simplex Adapter 
PL-FADSCUSD SC�UPC Single Mode Duplex Adapter 
PL-FADSCASS SC�APC Single Mode Simplex Adapter 
PL-FADSCASD SC�APC Single Mode Duplex Adapter 

PL-FADSCU0MS SC�UPC Multi Mode Simplex Adapter 
PL-FADSCU0MD SC�UPC Multi Mode  Duplex Adapter 
PL-FADSCU3MS SC�UPC Multi Mode OM3 Simplex Adapter 
PL-FADSCU3MD SC�UPC Multi Mode OM3  Duplex Adapter 
PL-FADSCU4MS SC�UPC Multi Mode OM4 Simplex Adapter 
PL-FADSCU4MD SC�UPC Multi Mode OM4  Duplex Adapter 

Part Number Description 
PL-FADLCUSD LC�UPC Single Mode Duplex Adapter 
PL-FADLCUSQ LC�UPC Single Mode Quad Adapter 
PL-FADLCASD LC�APC Single Mode Duplex Adapter 
PL-FADLCASQ LC�APC Single Mode Quad Adapter 

PL-FADLCU0MD LC�UPC Multi Mode Duplex Adapter 
PL-FADLCU0MQ LC�UPC Multi Mode  Quad Adapter 
PL-FADLCU3MD LC�UPC Multi Mode OM3 Duplex Adapter 
PL-FADLCU3MQ LC�UPC Multi Mode OM3  Quad Adapter 
PL-FADLCU4MD LC�UPC Multi Mode OM4 Duplex Adapter 
PL-FADLCU4MQ LC�UPC Multi Mode OM4  Quad Adapter 




