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 Wall mount network cabinet (single section)
Main Material SPCC cold rolled steel

Thickness Mounting profile 1.5  , Other 1.0 or 0.8mm

Surface Finish Degreasing, pickling, phosphoric, powder coated

Degree of Protection lP20

Loading Capacity Static loading: 60KG

Color Black RAL9004, Grey RAL7035
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S/N Specification Quantity Unit Material mm Surface finish

1 Frame 2 Piece SPCC Cold rolled steel 1.2 Powder coated

2 Side panel 2 Piece SPCC Cold rolled steel 1.0 or 0.8 Powder coated

3 Back panel 1 Piece SPCC Cold rolled steel 1.0 or 0.8 Powder coated

4 Bottom panel 1 Piece SPCC Cold rolled steel 1.0 or 0.8 Powder coated

5 Top cover 1 Piece SPCC Cold rolled steel 1.0 or 0.8 Powder coated

6 Front glass door 1 Piece 5MM Toughened glass —

7 Mounting profile 4 Piece SPCC Cold rolled steel 1.5 Powder coated

8 Cable cover 2 Piece SPCC Cold rolled steel 1.0 or 0.8 Powder coated

9 Round lock 3 Piece — —

10 M6 screw 12/20 Set —

11 Allen wrench 1 Piece — —

12 L shape rail 2 Piece SPCC Cold rolled steel 1mm Powder coated

20 Set for 15U and 18U
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P/N Capacity(U) Width(mm) Depth(mm) Height(mm)

PL-WM4U5335
4U

530 350
280

PL-WM4U6045

600

450

PL-WM6U6045
6U

450
370

PL-WM6U6060 600

PL-WM9U6045
9U

450
500

PL-WM9U6060 600

PL-WM12U6045
12U

450
635

PL-WM12U6060 600

PL-WM15U6045
15U

450
770

PL-WM15U6060 600

PL-WM18U6045
18U

450
900

PL-WM18U6060 600

PL-WM3U5335

P/N Capacity(U) Width(mm) Depth(mm) Height(mm)

PL-WE4U5335
4U

530 350
280

PL-WE4U6045

600

450

PL-WE6U6045
6U

450
370

PL-WE6U6060 600

PL-WE9U6045
9U

450
500

PL-WE9U6060 600

PL-WE12U6045
12U

450
635

PL-WE12U6060 600

PL-WE3U5335

Dimensions For Thickness 1mm :

Dimensions For Thickness 0.8mm :




