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SC-LC Fiber Optic Patch Cord Series
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 FEATURES 

• SC-LC patch cord family for single-mode and multimode networks.

• Hybrid SC-to-LC interface for connecting equipment with different connector types.

• Low insertion loss, high return loss and precision zirconia ceramic ferrules.

• Simplex and Duplex constructions; 2.0 mm or 3.0 mm cable options.

• UPC and APC polishing options for single-mode versions.

• Factory-terminated and optically tested assemblies.

APPLICATIONS 

• Telecommunications and LAN

• FTTH / FTTx distribution

• Data centers and equipment rooms

• Optical distribution frames (ODF)

• Interconnection between SC and LC equipment/interfaces

• Testing instruments and fiber links
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TECHNICAL SPECIFICATIONS 

Parameter Single-mode UPC / PC Single-mode APC Multimode UPC 

Insertion Loss ≤ 0.20 dB ≤ 0.20 dB ≤ 0.20 dB 

Return Loss ≥ 50 dB ≥ 60 dB ≥ 30 dB 

Operating Wavelength 1310 / 1550 nm 1310 / 1550 nm 850 / 1300 nm 

Interchangeability ΔIL ≤ 0.20 dB ΔIL ≤ 0.20 dB ΔIL ≤ 0.20 dB 

Vibration ΔIL ≤ 0.20 dB ΔIL ≤ 0.20 dB ΔIL ≤ 0.20 dB 

Connector Durability ≥ 500 mating cycles ≥ 500 mating cycles ≥ 500 mating cycles 

Operating Temperature -40 to +75 °C -40 to +75 °C -40 to +75 °C

Storage Temperature -45 to +85 °C -45 to +85 °C -45 to +85 °C

CONSTRUCTION & COMPLIANCE 

Connector Interface SC to LC 

Connector Interface 
Standards 

SC: IEC 61754-4; LC: IEC 61754-20 

Ferrules Precision zirconia ceramic: SC 2.5 mm nominal; LC 1.25 mm nominal 

Test / Measurement Reference IEC 61300 series, as applicable 

Fiber Core Simplex (SP/SX) or Duplex (DP/DX) 

Cable Diameter 2.0 mm or 3.0 mm; LSZH jacket available; other jacket materials on request 

Fiber Classes OS2 Single-mode 9/125 µm; OM2 / OM3 / OM4 Multimode 50/125 µm 

ORDERING INFORMATION - SC-LC SERIES 

All models below are SC-LC patch cords. xx = cable length in meters. 

Series / Configuration Part Number Description 

SC/LC UPC Duplex Single Mode PL-PCSLDSUxx SC/LC UPC Duplex, Single Mode, OS2 

SC/LC UPC Simplex Single Mode PL-PCSLSSUxx SC/LC UPC Simplex, Single Mode, OS2 

SC/LC APC Duplex Single Mode PL-PCSLDSAxx SC/LC APC Duplex, Single Mode, OS2 

SC/LC APC Simplex Single Mode PL-PCSLSSAxx SC/LC APC Simplex, Single Mode, OS2 

SC/LC UPC Duplex Multi Mode OM2 PL-PCSLDMUxx SC/LC UPC Duplex, Multimode, OM2 

SC/LC UPC Simplex Multi Mode OM2 PL-PCSLSMUxx SC/LC UPC Simplex, Multimode, OM2 

SC/LC UPC Duplex Multi Mode OM3 PL-PCSLDM3Uxx SC/LC UPC Duplex, Multimode, OM3 

SC/LC UPC Simplex Multi Mode OM3 PL-PCSLSM3Uxx SC/LC UPC Simplex, Multimode, OM3 

SC/LC UPC Duplex Multi Mode OM4 PL-PCSLDM4Uxx SC/LC UPC Duplex, Multimode, OM4 

SC/LC UPC Simplex Multi Mode OM4 PL-PCSLSM4Uxx SC/LC UPC Simplex, Multimode, OM4 
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STANDARD LENGTHS & IDENTIFICATION 

Standard Lengths 1 m, 1.5 m, 3 m, 5 m, 10 m, 20 m, 50 m; other lengths on request 

OS2 UPC Blue connector identification on UPC ends; typically yellow cable jacket 

OS2 APC Green connector identification on APC ends; typically yellow cable jacket 

OM2 Orange cable jacket typically; beige / grey connector identification 

OM3 Aqua identification 

OM4 Magenta / violet identification 

Polishing UPC (or PC where specified) and APC for single-mode; UPC for multimode 

NOTES 

• SC/UPC-LC/APC mixed-polish assemblies may be supplied on request but are not part of the standard part-

number table above.




